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STANDARD GPERATING PROCEDURE 15 NOV 1966
H-i%:39 This supersedes H-45-39 dated 27 July 1966

I.

FUEL PRCCEDURES

gum:oggz To establish correct procedures hecessary in the handling of project
rnireraft fuel,

‘SC%' The provisions of this SOP are applicable to the Director of Materiel,
the Logistics Supsrvisor and the Fuel Specialist.,

RESPONSIBILITY: The Logistics Officer is responsible for the compliance to this
50P, The Director of Materiel will be responsible to monitor all fuel procedures.

PROCEDURES:

* "‘ﬁ@ Fuel pcliecies are governed by Project Headquarters Directive 4,5-5=1 dated

t March 66, The directive includes sampling, storage, quality control,
shipments and requisitioning policies. This SOP does not duplicate, but

rather expends on the Project Headquartesrs Directive.

B, Daily inventory and daily issue forme (Attach 1 and 2) are maintained ny
' the:fuel supervisor, These forms reflect up to date fusl consumption
and inventory over one wesk periods.

C. The fuel supervisor is also responsible for furnishing the maintenance office
~with certain infommation necessayry to prepare section IV of the
This infomation will be fumished to mintenance every Friday m g
Even though Project Headquartars is responsilde for the requisition of
replacement TS fuel for this fetachment, to prevent any supply difficulty,
a message rominder will be sent to Project Hesdquarte«s when a level of
50,000 gallons is reached, ~ .

D'c, Opm*atihg Instructions For Fiel Tranafer Operations =

1. Clean tops of drmms mking sore no loose sediment. is pregent that
might possible find its way into the fuel,

2., Turn drums on end to allow fuel to settle at least two hours, More
time if possible. :

3. Connect ground wires from the F-6 Unit to pumpling trailer to the
drum, In addition, a mutwa) connection to a suitable ground must be
made , i
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Glean drum suction line thoroughly before insertion into the fuel.

After each drum is emptied, remove suction line, allow fuel to drain

from line, remove ground comnection., Comnect ground line to next drum
and install section line, in that order.

. 65,
corrected before next transfer operation.

7

Durdng fuel transfer, any lsaks should ba noted, Ileaks should dbe

The differential pressure across the filter/eeparcior unit on the

" pumping trailer must be recorded. In thbe event of pressure drop, filter/
separator elements should be imnedlately inspected and changed.

" Aireraft Refueling :

o

‘1.,_,

Prgor to refusling the ajrcraft, the -6 Unit and aircraft shomld be

properly grounded in accordance with T,0, (0-25-212,

26

During the refusling operation, the differential pressure across the filter/

separator unit on the F-6 Unit will be obeerved and recorded.

Mobile Refueling Units - Puamp Carts

1o

2o

g

b

e

Calibrate fuel flos gauges on rear of F-6 units every 6 months,
Inspect euch hose 7eal compartment for cleanliness daily.
Inspect each nozzle for condition of dust cover daily.

Inspect every nozzle scraen for cleanliness, condition, and tightness

Check date of last filter changes ve da‘e stenciled on filter or vebhicle
date record and due date, red lining of differentinl pressure gauges
daily.

Drain water segregator (1f applicable) and check for operation and
presence of excessive ater or sediment daily.

Inspect each refueling unit and pmping cart for inspection date recorded,
on compartment doors dally.

Once a weok, F-6 units should be driven arocund the base to facilitate
the fliw of water and foreign matter into the sumps sc that it mey be
drained out, of the unit, .

2
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G. Drum and Package Storage
1. Check for proper batch segregation.
2. Check for proper identifiecation as to product and dete of veceipt.
3. Check for leakers,
4, Check for proper bung aligmmeat.
5. Check records t# l:l.mmm issues on first~in first~out basis.

6. Use wooden dunnage under fuel drums in storsge yard to avold comtact
with surface moisture.

H, Base Fuels laboratory

1, Review sample log %0 ineura sampling has been accomplished in accor-
dance with Project Directive. (Weskly)

- i " - 2, Review contamination trend charts for possible problgm areas. (Weekly)

3. (bserve sampling eni testing techniques to verify proper procedures
and cleanliness and standards are being adhered to, (Weslly) .

L. Inspect all sampling and test equipment during use or at least monthly-
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. Datachment Commander
Distribution 3 _ '

Copies : 2 Atchs
" 1. Daily Inventory Form

A} = Detachment Commander 2. Daily Isesue Fom

2 i k{/o mfiner

3-5 = D/Operations

6-8 -~ D/Materiel

9«1t -~ D/Support

12-13 =~ C/Security"
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